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INV-OV8856FF-8MP

8MP Compact Camera Module with OmniVision OV8856

Sensor, MIPI-CSI Interface @
High-resolution 8MP imaging for detailed still images and video applications.

The INV-OV8856 is a compact 1/4-inch SMP CMOS digital B R L e R
image sensor featuring OmniVision's PureCel® pixel $ OmniVision PureCel® technology for improved image quality and efficient pixel
technology. It provides a 3264 (H) x 2448 (V) active pixel array ©— performance.

and delivers high-resolution images in a small form factor, L TH A R )7 WY N e —
making it well suited for compact embedded camera o

applications. The sensor produces clear, detailed images with ® High-speed video capture with 8MP at 30 fps and 1080p at 60 fps.

low noise and strong sensitivity. It supports full-resolution
8MP imaging at up to 30 frames per second and 1080p video at
up to 60 frames per second, providing high-quality
performance for both still images and real-time video
applications. The INV-OV8856 combines advanced image QE,); Advanced image quality controls including defect pixel

quality controls with a compact 8.5 mm x 8.5 mm x 4.05 mm ._7fm”"”f?’ffff'{iff‘jﬁ?" lens shading correction.

module design. Its HDR capability, lens shading correction, .

defect pixel correction, and MIPI interface make it a versatile -@)- MIPI interface for integration with embedded processors and

solution for mobile devices, embedded vision, smart devices, - e gsion pIgi- N WY ANV, TN

and compact imaging systems.

Resolution Sensor Vendor Image Sensor Interface Optical Size FOV (degrees) Focus Range Optical Distortion Module Size (mm) Application

Smartphones,

8MP OmniVision OV8856FF MIPI AF 1/4" 2.69 79.5 10CM—0 <1% 7.5x6.5x3.88mm . .
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